Coast Guard, DOT

98.30-17
98.30-19
98.30-21

Qualifications of person in charge.

Supervision by person in charge.

Inspection prior to transfer.

98.30-23 Requirements for transfer; general.

98.30-25 Requirements for transfer; cargo
handling system.

98.30-27 Connections.

98.30-29 Piping incompatible products.

98.30-31 Conditions for pumping.

98.30-33 Warning signals.

98.30-35 Warning sign at gangway.

98.30-37 Firefighting requirements.

98.30-39 Alternate fire extinguishing sys-
tem.

Subpart 98.31—Control of Pollution From

NLS Cargoes on Oceangoing Offshore
Supply Vessels

98.31-5 Applicability.

98.31-10 Certificate of inspection and NLS
certificate endorsements.

98.31-15 Operating requirements.

Subpart 98.33—Portable Tanks for Certain
Grade E Combustible Liquids and
Other Regulated Materials

98.33-1
98.33-3
98.33-5

Applicability.
Cargoes authorized.
Portable tanks authorized.
98.33-7 Pipe and hose connections.
98.33-9 Stowage.
98.33-11 Smoking.
98.33-13 Cargo-handling systems.
98.33-15 Transfers.
AUTHORITY: 33 U.S.C. 1903; 46 U.S.C. 3306,
3703; 49 U.S.C. App. 1804; E.O. 12234, 45 FR
58801, 3 CFR, 1980 Comp., p. 277; 49 CFR 1.46.

SOURCE: CGFR 65-50, 30 FR 17022, Dec. 30,
1965, unless otherwise noted.

Subpart 98.01—General

§98.01-1 Applicability.

(&) The provisions of this part shall
apply to all self-propelled cargo vessels
which carry in bulk any of the dan-
gerous cargoes specifically noted in
this part.

(b) [Reserved]

(c) The regulations for barges carry-
ing any of the bulk chemical cargoes
listed in subparts 98.01 through 98.25
are found in subchapter O of this chap-
ter.

(d) [Reserved]

(e) Manned barges carrying any of
the cargoes listed in Table 151.05 of this
chapter will be considered individually
by the Commandant and may be re-
quired to meet the applicable require-
ments of subchapter O of this chapter,

§98.25-1

as well as the requirements of this sub-
chapter.

[CGFR 65-50, 30 FR 17022, Dec. 30, 1965, as
amended by CGFR 70-10, 35 FR 3711, Feb. 25,
1970; CGD 84-043, 55 FR 37411, Sept. 11, 1990; 59
FR 17011, Apr. 11, 1994]

§98.01-3

(a) Certain standards and specifica-
tions are incorporated by reference
into this part with the approval of the
Director of the Federal Register in ac-
cordance with 5 U.S.C. 552(a). To en-
force any edition other than the ones
listed in paragraph (b) of this section,
notice of change must be published in
the FEDERAL REGISTER and the mate-
rial made available to the public. All
approved material is at the Office of
the Federal Register, 800 North Capitol
Street, NW., suite 700, Washington, DC,
and is available from the sources indi-
cated in paragraph (b) of this section.

(b) The standards and specifications
approved for incorporation by ref-
erence in this part and the sections af-
fected, are:

Incorporation by reference.

American Society for Nondestructive Testing
(ASNT)

4153 Arlingate Road, Caller # 28518, Colum-
bus, OH, 43228-0518

ASNT “Recommended Practice No.
SNT-TC-1A (1988), Personnel Qual-
ification and Certification in Non-
destructive Testing’’ ............. 98.25-97(c)(2)

American Society of Mechanical Engineers

United Engineering Center, 345 East 47th
Street, New York, N.Y. 10017

ASME Boiler and Pressure Vessel
Code, section V, Nondestructive
Examination (1986)................ 98.25-97(a)(1)

[CGD 85-061, 54 FR 50965, Dec. 11, 1989]

Subpart 98.25—Anhydrous
Ammonia in Bulk

§98.25-1 Applicability.

(a) The regulations in this subpart
apply to each self-propelled vessel that
has anhydrous ammonia on board as a
cargo, cargo residue, or vapor and that
is not regulated under part 154 of this
chapter.

(b) Any self-propelled vessel to which
this subpart applies shall be inspected



